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Installation Instructions  
1. Unpack and place the magnetic stirrer on a stable and temperature resistant 

surface. 

2. Ensure good working environment free of explosive, hazardous and 

inflammable substances. 

3. Place the stirrer at >10 cm distance from the wall and other units if using multiple 

units together. 

4. Keep away from the effect of high magnetic fields. 

5. Do not cover the device. Ensure that the main power supply cable does not 

touch the hotplate. 

6. Ensure that the label indicated the correct voltage before connecting the device 

to power supply 

7. Do not operate the unit with a damaged power cord. 

8. Connect the power cord to the unit in the socket provided. 

Operating procedure 
1. Switch power ON and the instrument starts to self-check. 

2. Mount a vessel with stirring liquid and suitable stirring bar on to the work plate. 

3. Set the target speed by rotating the speed control knob slowly to desired 

setting. 

4. Press the knob to start stirring operation and press again to close. 
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CONTACT US 
DLAB Scientific Co., Ltd 

Yu An Road 31, Beijing Airport Economic core  
zone, Shun yi District, Beijing, China 101318  

Tel: 86-10- 85653451/52/53 
Fax: 86-10-85653383 

E-mail: info@dlabsci.com  
web: www.dlabsci.com 

Troubleshooting and error Code Information 
Problem 

description 
Cause Solution 

No operating 

response 

No power supply 
Check and connect the power supply 

before turning ON the power again. 

Power switch OFF Switch power ON 

Fuse damaged Replace the fuse 

Connection failure 
Open the instrument, check all 

connections and reconnect. 

Instrument 

does not stir 

Target speed is not set 
Set target speed, and speed indicator 

is ON 

Driver board failure Replace the driver board 

Power panel failure Replace the power panel 

Motor failure Replace the motor component 

 

Please scan the QR code to get more instructions 

12301815 


